
Draffin 
Decal Guide

Step 2: Select the Decal Size.

Step 3: Select Decal Placement. 

Step 1: Select the Decal.



Decals: Standard



D



888 In nity Series

120lt Vertical Decals

240lt Vertical Decals

120lt Horizontal Decals

240lt Horizontal Decals

120lt Vertical Decals

240lt Vertical Decals

120lt Horizontal Decals

240lt Horizontal Decals

Cover Face Decals 120lt 800/900 series

240lt 800/900 series

120lt 888 series

240lt 888 series

900 Series

120lt Vertical Decals

240lt Vertical Decals

800 Series

888 In nity Series800 Series

120lt Vertical Decals

240lt Vertical Decals

1200 Series

120lt Vertical Decals

240lt Vertical Decals

1500 Series

120lt Vertical Decals

240lt Vertical Decals

1600 Arena Series



Decals: Custom & Vinyl Wrap
Custom Decals

Vinyl Wrap



Laser Cutting Guide

Step 2: Specify the Logo Size and Backing Plate 

stainless steel weathering steel
powder coated steel recycled plastic

Step 3: Select Logo Placement. 

Step 1: Provide us with your logo.

If your logo pixelates when zoomed in, 
this is not a vector. 



Face Plates

Logos

Waste Motifs

Laser Cutting


